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The opinions, findings, and concl usions expressed in this
publication are those of the authors and not necessarily those of
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The crash investigation process is an inexact science which
requi res that physical evidence such as skid marks, vehicul ar
danmage neasurenents, and occupant contact points be coupled with
the investigator's expert know edge and experience of vehicle
dynam cs and occupant kinematics in order to determ ne the pre-
crash, crash, and post-crash novenents of involved vehicles and
occupants.

Because each crash is a unique sequence of events, generalized
concl usi ons cannot be made concerning the crashworthi ness
performance of the involved vehicle(s) or their safety systens.
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DS02003

BACKGROUND:

Description: This emergency vehicle case was generated in response to a notification
from the National Ingtitute for Occupant Safety and Hedlth (NIOSH)
on February 20, 2002. DSl was assigned the case on February 21,
2002.

Investigation Type: On-scene

Crash Location: Washington

Crash Date: February, 2002

Notification Date: February 21, 2002

Field Work Completed: March 7, 2002

SUMMARY:

This two-vehicle crash occurred on a
four-lane interdate highway in the sate
of Washington in February, 2002 at
1219 hours. The wesather was clear and
dry. The speed limit is 97 knvh (60
mph).

The case vehicle was a Whedled Coach
Moduvan ambulance on a 1997 Ford
E350 series chassis. The vehicle was - .
driven by a 29-year-old mae and was Figure 1. Area of POI, traveling south
traveling southbound on the interstate

roadway with emergency lights and Srens activated. The rear of the ambulance was occupied by an
unrestrained 28-year-old male (188 cm/74 in, 82 kg/180 |bs) Patient Care Provider (PCP) and a 73-
year-old female patient. The PCP was seated on the right sde squad bench facing the patient. A lap
belt was available, but was not being used at the time of the crash. The patient was strapped to the
Rugged brand ambulance cot in the center of the vehicle with her head toward the front of the vehicle.

The other vehicle was a 1999 Chevrolet Silverado K2500 series 4x4 pickup driven by a 44-year-old
mae Thisvehidewasin the same lane as and in front of the case vehicdle.

The driver of the other vehicle dowed and the case vehicle could not stop in time and the front of the
case vehicle (12FZEW1) struck the rear of the other vehicle.

The case vehicle sustained alongitudina deltav of -20.7 kmvh (-12.9 mph) as calculated using the
barrier option of the WinSmash program. The results gppear high. At impact, both the driver’ sair bag
and the front right passenger’ s air bag deployed.



The driver of the case vehicle did not report any
injuries; nor did the rear compartment patient
occupant. At impact, the PCP in rear
compartment pitched towards the front of the
vehicle{possbly engaging a cabinet to his right
sde-and then fdl onto the floor. He
complained of neck and back pain. Hewas
transported to aloca hospitd for trestment and
was released shortly after arrival. He did not
sugtain any codeable injuries.

Both vehicles were towed from the scene.
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Figure 2. Front, case vehicle

Figure 3. Driver's seated position
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Figure 4. Overview of patient compartment

Figure 5. Rugged brand ambulance cot
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Scene Diagram

Other vehicle

1999 Chevrolet Silverado pickup

Not to scale

1997 Ford E350 ambulance
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Figure 6. Scene diagram



DETAILED INFORMATION

Vehicles

Caevehide

Description:

VIN:

Odometer:
Engine

Reported Defects:
Cargo:

Damage Description:
CDC:
DetaV*:

The Whedled Coach Moduvan was ingtaled on
aFord E-350 single rear whed cutaway
chasss. The vehicle has a curb weight of 3,548
kg (7,822 Ibs) and a GVW of 4,378 kg (9,600
Ibs) giving it amaximum pay load of 811 kg

(1,778 1bs).

DS02003

Whedled Coach M oduvan ambulance on a 1997
Ford E-350 single rear whedl cutaway chassis

1FDJIE30FOV HAXXXXXX
308,578 km (191,747 miles)
7.3L,V8diesd

None

Assorted medica equipment and supplies.
Unknown weight.

Minor frontal damage to bumper and grille.

12FZEW1 (photos only)

Total Unknown
Longitudind Unknown
Latitudind Unknown
Energy Unknown

Figure 7. Frnt right, case vicle

No crush profile available, unable to run WinSmash with missing vehicle agorithm



Moduvan Discussion

The Moduvan measures 366 cm (144
in) by 211 cm (83in). It has 163 cm
(64 in) of headroom.

Exterior: Theright reer compartment
contains the spare tire; the front left
compartment contains oxygen storage.
There are dud rear entry doorsand a
singleright sde entry door.

Interior: Theleft interior Sde has
cabinets from floor to celling and a
single patient care seat facing to the
right. Theright interior Sdeis
equipped with a 183 cm (72 in) squad
bench with three individua backrests.
The front of the module contains a
sangle patient care seet facing to the
rear and a set of cabinets. The
interior cabinetry features what
Whedled Coach cdls “Radius Corner
Cabinetry” that is designed to prevent
blunt traumainjuries.

DS02003

Figure 8. Overview of Wheeled Coach Moduvan patient
compartment

Figure 9. Left side, ambulance compartment



Manud Redraint Sysems

There were two forward facing OEM bucket seatsin the
cab of theambulance. The driver's seat belt was a 3-
point continuous loop belt with adiding latch plate and an
Emergency Locking Retractor (ELR). There was no
indication of crash rdaed loading on the D-ring or on the
belt itsdlf. The front right passenger belt was a 3-point
continuous loop belt with adiding latch plate and a
switchable retractor. The belt wasin the ELR mode.

The left Sde patient care seat was equipped with a
manual lap belt. The seat back was padded and covered
with avinyl materid. It was attached to the Sde of the
compartment using Velcro srgps. The left, right, and top
of the seating area was constructed with vinyl covered

padding.

The front, rear-facing patient care seat was equipped with
amanua belt. The seat back was padded and covered
with avinyl materid. It was attached to the side of the
compartment usng Velcro strgps. At the time of the
ingpection, the seat back was found on the floor on the
right sde of the compartmen.

The right side squad bench was equipped with three
safety belts-one each at the base of the three backrests.
The safety belts can be secured to buckles on the right
hand wall and used as |ap belts for seated occupants.
The safety belts can also be secured to buckles just
bel ow the squad bench seat cushion and used to restrain
apatient in ahorizontal pogtion. The three seat backs
were padded and covered with avinyl materid. They
were attached to the side of the compartment using
Velcro straps.

DS02003

Figure 11. Front, rear-facing patient care seat
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Figure 13. Lap belt and buckle at PCP seated position




DS02003
Safety Equipment Discusson

This vehicle was equipped with adriver’ s air bag and afront right passenger air bag. The ar bags had
deployed as aresult of the fronta crash. The driver air bag was housed in the center of the steering
whed with a horizontaly oriented flap tear seam (H-configuration). No contact evidence was identified
on the exterior surface of the module cover flaps. The upper flap measured 19.0 cm (7.5 in) along the
flap tear seam, and 14 cm (5.5in) in height. The lower flgp measured 19.0 cm (7.5 in) dong the flap
tear stsam and 3.0 cm (1.2in) in height. The diameter of of the driver air bag measured 54.0 cm (21.3
in) inits deflated state. The bag was vented by two ports located at the 11 and 1 0’ clock sectors on
the back of the bag. No contact evidence was found on the air bag.

The front right passenger air bag deployed from the right top instrument panel area with asingle cover
flap design hinged at the forward aspect. The cover flap was rectangular in shape and measured 37.0
cm (14.6 in) dong the horizontal tear sesam and 27.0 cm (10.6 in) in height. The flap detaches during
deployment and is secured by two tethersthat are 12.0 cm (4.7 in) long and 5.0 cm (1.9 in) wide.
There were contact marks to the module cover from its contact with the windshield during deployment.
The passenger air bag measured 42.0 cm (16.5 in) wide and 70.0 cm (27.6 in) in height in its deflated
gsate. The bag was vented by two parts located at the 3 and 9 0’ clock sectors on the sides of the bag.
There were two interna tethers present.
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Figure 14. Patient compartment schematic
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Other vehide
Description:

VIN:

Odometer:
Engine

Reported Defects:
Cargo:

Damage Description:

CDC:
DdtaV:

DS02003

1999 Chevrolet K2500 4x4 extended cab pickup
1GCGK 29U4X EXXXXXX

Unknown

6.0 L, 8 cylinder

None noted

Unknown

Minor rear end damage shown on police report.
Towed from the scene.

Unknown

Total Unknown
Longitudind Unknown
Latitudina Unknown
Energy Unknown
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Occupants

Cax=vehide
Age/Sex:
Seated Podtion:

Seat Type:

Heaght:
Weight:
Occupation:

Pre-existing Medica Condition:

Alcohal/Drug Involvement:
Driving Experience:

Body Posture:

Hand Postion:
Foot Position:

Redtraint Usage:

Air bag:

Occupant 1
29/Mde
Front left

Bucket seat, seat
adjusted to rear most
track position

Unknown
Unknown
Emergency medica
technician

None noted

None

Presumed to be
greater than10 years

Normd, upright

Unknown

Right on brake, left
on floor board

3-point continuous
loop seet belt used

Driver'sair bag
available, deployed

Occupant 2
28/Mde

Rear of
ambulance body,
right Sde, seated
facing middle of
vehide

Vinyl covered
bench seat.

188 cm (74 in)
82 kg (180 Ibs)
Emergency

medicd technician

None noted
NA
NA

Normal, upright.
Facing center of
vehide

Unknown

Both feet on floor

Lap bet
available, not
used

None

DS02003

Occupant 3
73/ffemde

Rear of ambulance

body, middle, lying
prone, head toward
front of the vehidle

Rugged brand
ambulance cot

Unknown
Unknown

Unknown

Unknown
NA
NA

Lying prone, face up,
head towards front of
vehide

Unknown

Unknown

Strapped to cot, cot
anchored to vehicle
sde

None
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Other vehide
Age/Sex:
Seated Position:
Sesat Type:
Heaght:

Weight:
Occupation:

Pre-exigting Medicad Condition:

Alcohaol/Drug Involvement:
Driving Experience:

Body Posture:
Hand Postion:
Foot Position:
Redtraint Usage:

44/Mae
Front left
Unknown
Unknown
Unknown
Unknown
Unknown
None

Presumed to be greater than
10 years

Unknown
Unknown
Unknown

Lap and shoulder belt used,
per police report

DS02003
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Injuriesand Injury Mechanisms

Caz vehidle

Driver:

Occupant 2.

Occupant 3:

Other vehicle

Driver:

INJURY OIC CODE ICD-9

SOURCE

Not injured

Complained of neck and back
pain. No codesbleinjuries.

Not injured

INJURY OIC CODE ICD-9

SOURCE

Possible injury, per police
report

DS02003
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Occupant Kinematics

The 29-year-old mae driver of the case vehicle was
segted in anormd, upright fashion. He was wearing the
available lap and shoulder belt. The cloth-covered
bucket seat was adjusted to the rear most track position.
The ambulance was traveling to the hospita with a patient
on board. The emergency lights and srens had been
activated. Just prior to the crash, the driver began
braking. Atimpact, the driver’sfrontd air bag deployed.
The driver responded to the 12 o’ clock direction of force
by exhibiting aforward trgectory and loading the manua
lgp and shoulder belt. The driver was held in place by the
restraint system and did not sustain any injuries.

The 28-year-old right rear occupant (188 cm/74 in, 82
kg/180 |bs) was seated in anormd, upright fashion facing
the center of the vehicle on the vinyl covered squad bench
seet. Hewas not using the available lap belt. Hewas
attending the 78-year-old female patient. This occupant
reaected to the initid braking by pitching somewhat to his
right. Atimpact, he pitched out of his segt to the
right—possibly catching the cabinet corner with hisright
hip. Hewas projected forward and onto the floor—diding
forward into the left Sde of the door panel—causing it to
shift and displacing the Ve cro-attached seat back. Itis
believed that he came to rest near the passage between
the ambulance body and the ambulance cab. He
complained of pain to his neck and back, but was
otherwise unhurt.

A N
Figure 16. Close up to possibly right hip contact
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Figure 17. Possible contact to door portal-panel
shifted

Figure 18. Close up of shifted panel
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The 78-year-old femae middle rear occupant was lying
face up on a Rugged brand ambulance cot. The cot was
attached to the wall of the ambulance using a Stryker
6371 cot fastener system.  This occupant was lying
down with her head towards the front of the vehicle.

She was strapped to the cot. The cot was equipped
with afour-point shoulder harness and two manua lap
belts. It isnot known how many of the restraintswere in
use. At impact, this occupant would have traveled
forward to some degree but the restraints and her supine
position would have limited her movement. She did not
sugtan any injuries.

DS02003

Figure 19. Cot fastener

Cot Fastener System

(" Wall Mount

MODEL 5371

The ramevable antler bracket
secures the cot's front leading
wheels, and a permansnt rear
wall-mount rall clamp fastens
directly to the cot frame. This
sysiem keaps the oot close to
the ambulance wall maxinizing
aisle space betwean col and
squad bench. The removable
front anfler allows sxsy cleaning

of the ambulance floor. J

Figure 20.

Cot fastener system
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